
Crimping head with snap closure, 
rotates 360° LED for illuminati ng the work area Variable speed for positi oning of the 

tool



• Extremely quick processing due to a two-stage hydraulic pump
• 360° revolving head with quick opening and closing
• Wide applicati on range up to 400 mm2
• Integrated pressure relief valve, false pressings cause no damage at tool nor dies
• Milwaukee M18 Lithium-Ionen-batt ery without memory eff ect, self-discharges very low
• High capacity due to 3.0 Ah-batt ery (4.0 Ah batt ery also available)
• Ergonomic handle with a balanced weight distributi on for sure 
work free of ti redness
• Case, handle shell and pressure discharge key 
   completely from isolated and push-fi rm plasti c 
   material
• Integrated electronic module for:
  • Permanent accumulator-loading state control
  • Supervision of the working process and state 
     announcement
  • Announcement of the next service interval
  • Mistake announcement at possible 
     disturbances
• Delivery completely with batt ery, batt ery 
   charger, supporti ng
• Loop for transport and safety, transport plasti c case

P/N Capacity
Cu/Al

Capacity
Al

Crimp force
kN

Dimensions
(case)

Weight
(complete case)

632-08021RT 10-400 mm2 10-300 mm2 80 15" x 13" x 3" 12.5 lbs.

We have Die Sets available for the following applicati ons

Dies with WM-shape for 
crimping cable lugs and 

connectors of the
standard-series

Dies with hexagonal-shape 
for crimping compression 
copper / aluminium cable 

lugs and connectors

Dies for crimping 
compression 

tab-connectors, H-shape, 
copper

Dies with WM-shape for 
crimping cable lugs and 

connectors for fi newiring 
conductors

Dies for compression
copper cable lugs 

2-conductor-version

Dies with mandrel-shape 
for cable lugs out of 

stainless steel

Dies with WM-shape for 
crimping cable lugs and 

connectors of the
euro-series

Dies with mandrel-shape 
for crimping noninsulated 
terminals, pin terminals 

and connectors

Dies for rounding 
sector-shaped copper and 

aluminium conductors

Dies with Oval-shape for 
crimping insulated

terminals

Dies with square-shape for 
crimping insulated / 

noninsulated 
cord-end-sleeves



Applicati on Overview

Dies for compression copper cable lugs 2-conductor-version

Applicati on P/N Die Set Capacity mm2

 632-99805 2 x 70

 632-99640 2 x 95

 632-99641 2 x 120

Dies for crimping compression tab-connectors, H-shape, 
copper
Applicati on P/N Die Set Capacity mm2

 632-99805 70/70

 632-99782 95/95

 632-99633 120/120

Dies WM-shape for crimping cable lugs and connectors of 
the standard-series
Applicati on P/N Die Set Capacity mm2

632-90604 10

632-90605 16

632-90606 25

632-90607 35

632-90263 50

632-90264 70

632-90265 95

632-90266 120

632-90267 150

632-90268 185

632-90269 240

632-90270 300

632-90271 400

Dies WM-shape for crimping cable lugs and connectors for 
fi newiring conductors
Applicati on P/N Die Set Capacity mm2

632-90440 10f

632-90441 16f

632-90442 25f

632-90443 35f

632-90444 50f

632-90445 70f

632-90446 95f

632-90447 120f

632-90448 150f

632-90449 185f

632-90450 240f

Dies WM-shape for crimping cable lugs and connectors of 
the euro-series
Applicati on P/N Die Set Capacity mm2

632-90431 6

632-90272 10

632-90273 16

632-90234 25

632-90235 35

632-90236 50

632-90237 70

632-90238 95

632-90266 120

632-90267 150

632-90268 185

632-90269 240

632-90270 300

632-90271 400

Dies Oval-shape for crimping insulated terminals

Applicati on P/N Die Set Capacity mm2

632-90461 10

632-90642 16

632-90463 25

632-90464 35

632-90465 50

632-90466 70

632-90467 95

632-90468 120

632-90469 150



Applicati on Overview
Dies hexagonal-shape for crimping compression copper / 
aluminium cable lugs and connectors

Applicati on P/N Die Set

Capacity mm2

Cu 
(DIN 46 235 

/ 46 267)

Al
(DIN 46 329)

632-90278 6 -

632-90279 10 -

632-90280 16 -

632-90281 25 16

632-90282 35 25

632-90283 50 35

632-90284 70 50

632-90285 95 70

632-90286 120 -

632-90287 150
95 + 
120

632-90288 185 150

632-90289 240 185

632-90290 300 240

632-90292 - 300

Dies mandrel-shape for cable lugs out of stainless steel

Applicati on P/N Die Set

Capacity

mm2
For 
use*

632-91901
1.5 - 
2.5

VA/Cu

632-91902 4 - 6 VA/Cu

632-91903 10 VA/Cu

632-91904 16 VA/Cu

632-91905 25 VA/Cu

632-91906 35 VA

632-91907 35 Cu

632-91908 50 VA

632-91909 50 Cu

632-91910 70 VA

632-91911 70 Cu

632-91912 95 VA

632-91913 95 Cu

Dies mandrel-shape for crimping noninsulated terminals, pin 
terminals and connectors

Applicati on P/N Die Set
Capacity mm2

(DIN 46 234 / 46 230 / 46 341)

632-90478 6

632-90479 10

632-90480 16

632-90481 25

632-90842 35

632-90483 50

632-90484 70

632-90485 95

632-90476 120

632-90477 150

632-90488 185

632-90489 240

Dies square-shape for crimping insulated / noninsulated 
cord-end-sleeves
Applicati on P/N Die Set Capacity mm2

632-90633 10

632-90634 16

632-90635 25

632-90636 35

632-90637 50

632-90638 70

632-90639 95

632-90640 120

632-90641 150

632-90642 185

632-90643 240

Distributed by

* VA / Cu = for stainless steel ropes and copper-conductors (fi newiring and stranded-precompressed), 
VA = only for stainless steel ropes, Cu = only for copper-conductors (fi newiring and stranded-precom-
pressed)


